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PARTITION LEGEND

PARTITION CONSTRUCTION

PARTITION CONDITION

THE FOLLOWING PARTITION GRAPHIC SYMBOL AND TWO PART 
NOTATION SYSTEM IS USED IN THE CONSTRUCTION DOCUMENTS 
FOR THIS PROJECT.  NOTE: THE PARTITION CONSTRUCTION WILL 
MAINTAIN ITS DESIGNATION TO THE POINT OF AN INTERSECTION 
WALL.  IF NO CHANGE IN DESIGNATION IS SHOWN BEYOND THE 
INTERSECTION, THE PREVIOUS PARTITION CONSTRUCTION 
DESIGNATION APPLIES.  REFER TO CODE PLAN G-005 FOR RATED 
WALLS.

"STRUCTURE ABOVE" (AS NOTED IN THE PARTITION 
CONDITIONS) IS DEFINED AS
THE UNDERSIDE OF ONE OR MORE OF THE 
FOLLOWING:

*COMPOSITE FLOOR SLAB
*STAIR TREADS/RISERS
*METAL ROOF DECK
*STEEL BEAMS

TERMINATE METAL STUDS AT "STRUCTURE ABOVE" 
WITH DEFLECTION TRACK
REQUIRED FOR WALL CONDITION SCHEDULED.

(NOTE:  IN NO CASE SHALL THE BOTTOM OF STEEL 
JOISTS BE CONSIDERED BOTTOM
OF STRUCTURE ABOVE.)

(NOTE:  ALL INTERIOR WALLS ARE "B3" UNLESS NOTED 
OTHERWISE.)

A. METAL STUDS - GYPSUM BOARD ONE SIDE
B. METAL STUDS - GYPSUM BOARD EACH SIDE
C. METAL STUDS - 2 LAYERS OF GYPSUM BOARD ON EACH SIDE
D. CMU
E. CMU - GYPSUM BOARD ON HAT CHANNELS
F. CONCRETE
G. SHAFT WALL SYSTEM - GYPSUM BOARD ON FINISHED SIDE
H. SHAFT WALL SYSTEM - 2 LAYERS OF GYPSUM BOARD ON EACH SIDE
I. CMU/SHAFT WALL SYSTEM - GYPSUM BOARD ON FINISHED SIDE, 
REFER DETAIL ??/A-???

1. RATED ASSEMBLY EXTENDS TO STRUCTURE ABOVE (SEE 
DEFINITION BELOW).  PROVIDE UL APPROVED FIRE RATED HEAD 
OF WALL ASSEMBLY TO MATCH RATING OF WALL.  WALL 
HEIGHTS EXCEEDING STUD MANUFACTURER'S MAXIMUM 
(LIMITING) SPAN USING 5PSF LATERAL LOADING SHALL BE 
BRACED TO STRUCTURE ABOVE.  (LAY-IN CEILINGS ARE NOT 
ACCEPTABLE BRACING, HARD CEILINGS ARE ACCEPTABLE).

2. RATED ASSEMBLY EXTENDS TO STRUCTURE ABOVE (SEE 
DEFINITION BELOW).  PROVIDE UL APPROVED FIRE RATED HEAD 
OF WALL ASSEMBLY TO MATCH RATING OF WALL.  WALL 
HEIGHTS EXCEEDING STUD MANUFACTURER'S MAXIMUM 
(LIMITING) SPAN USING 5PSF LATERAL LOADING SHALL BE 
BRACED TO STRUCTURE ABOVE.  (LAY-IN CEILINGS ARE NOT 
ACCEPTABLE BRACING, HARD CEILINGS ARE ACCEPTABLE).  
WALL CAVITY IS FULLY INSULATED WITH SOUND ATTENUATION 
BATTS.  INSTALL ACOUSTICAL SEALANT AT TOP AND BOTTOM OF 
WALLS (BOTH SIDES) AND ALL PENETRATIONS PER 
MANUFACTURER'S INSTRUCTIONS.

3. COMPLETE ASSEMBLY EXTENDS TO STRUCTURE ABOVE.  WALL 
CAVITY IS FULLY INSULATED WITH SOUND ATTENUATION BATTS.  
INSTALL ACOUSTICAL SEALANT AT TOP AND BOTTOM OF WALLS 
(BOTH SIDES) AND ALL PENETRATIONS PER MANUFACTURER'S 
INSTRUCTIONS.

4. COMPLETE ASSEMBLY EXTENDS TO AND IS BRACED TO 
STRUCTURE ABOVE.  

5. ASSEMBLY EXTENDS 4" MINIMUM ABOVE HIGHEST ADJACENT 
CEILING AND IS BRACED EACH WAY TO STRUCTURE ABOVE.

6. EXTEND RATED ASSEMBLY THROUGH THE ROOF.  METAL STUD 
WALLS EXTEND TO 4" MINIMUM ABOVE HIGHEST ADJACENT 
CEILING.
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This drawing and all prints of it are the property of 
iXDesign Studio.  Reproductions of these drawings 
without the written consent of iXDesign Studio is not 
permitted; and iXDesign Studio retains all common law 
and statutory and other reserved rights, including the 
copyright.
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- FIRST FLOOR
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GENERAL NOTES

AS INDICATED BY: #

KEY NOTES

A. REFER TO ACCESSIBILITY STANDARDS SHEETS FOR TYPICAL MOUNTING 
HEIGHTS/LOCATIONS FOR TOILET ROOM ACCESSORIES.

1/8" = 1'-0"A1.302 A-121

A1 FLOOR PLAN - ANNOTATION
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